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WARNING:
Refrigerant is facility burning of R290, please protect against fire.

Note
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Note

Principle of Refrigeration System

General

Structure and Parts

Circuit Diagram
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To avoid the unexpected noise and
vibration, Unpacking and locate the
refrigerator on a flat and solid place.

Handle and Erection Maintenance

Trouble Shooting
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2.8.3 In the internal parameter setting state, the character code is displayed in the temperature area.
Press or to enter the specific parameter value, modify and display the set value,
and press to confirm and enter the next operation.

2.8.4 If no key is pressed within 10 seconds, it will exit the internal setting state, and the internal
parameters will be saved in the battery-free memory.

2.9 Defrosting control
2.9.1 Defrosting conditions: defrosting temperature probe is set according to F3 temperature and F2

defrosting interval period.
2.9.2 Temperature display during defrosting: F4=0 shows the normal temperature, F4=1 shows the

temperature at the beginning of defrosting until the end of defrosting function; When defrosting,
the point icon under is always on.

2.9.3 If there is no defrosting probe or the defrosting probe is abnormal, run according to F2
defrosting interval.

2.10 Instruction of condensate evaporation
2.10.1 When the condensate level reaches the full water level, start the evaporation heating pipe;

If it is detected that the water level reaches the low water level, the evaporation heating pipe
will stop working.

2.11 Compressor working status in case of abnormal temperature probe
2.11.1 If the temperature probe is abnormal, the fault code will display EE1 . At this time, the

compressor operates in the mode of opening 45MIN and stopping 15MIN until the temperature
probe returns to normal display.

2.12 Compressor high temperature protection instruction
2.12.1 When the compressor temperature is higher than or equal to 60 , the compressor will

produce protection action and stop working. When the compressor temperature is less than or
equal to 48 , the compressor will work again.

2.13 Fault code description

Fault code Reason explanation

EE1 Open circuit or short circuit of temperature probe

EE2 Open circuit or short circuit of defrosting probe

EE3 Open circuit or short circuit of compressor protection probe

EE4 The temperature of compressor protection probe is higher than 60

3. Cautions
If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly
qualified persons itn order to avoid a hazard.
Do not store explosive substances such as aerosol cans with a flammable propellant in this appliance.
Never block the air suction and outlet. Keep air circulation and refrigeration capability.
Do not make food congested as it will influence the cooling effect. Adjust the rack height for proper
food storage.
Cool the hot food down to room temperature before you put it into the refrigerator.
Try to pull down the curtain and keep refrigerator inside cold in case the power is cut off.
Never touch compressor to avoid from scald.
Do not store explosive substances such as aerosol cans with a flammable propellant in this appliance.
During normal operation, the emission noise level does not exceed 70dB(A).
The maximum loading of the Shelf does not exceed 18kg.
The climatic class of the appliance is 3, the Units are suggested to be used at 16 -25 (60.8 -77 )
ambient temperature.
To avoid damages or other problems, this product can not be put or stored with any corrosive food .

Preparation and Power Supply
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2.1 Icon instruction
2.1.1 -defrost icon, . constant brightness indicates defrosting is in progress.
2.1.2 -compressor icon, . flashing indicates compressor stop, and constant light indicates

compressor is working.
2.2 Key instruction

2.2.1 :short press to adjust the temperature value / long press to lock / unlock the internal
parameters.

2.2.2 :short press to adjust the temperature value / long press to manually clean the condenser.
2.2.3 :short press to enter temperature setting adjustment / long press to enter internal setting.
2.2.4 :short press to turn on / off LED light / long press to defrost manually.

2.3. Operation instruction
2.3.1 Adjustment of temperature setting value(the buzzer will beep once every effective button is

pressed, the same below)
2.3.1 Under power-on state, press to enter the temperature setting state, and the temperature

display area flashes the set temperature value. Press or to increase or decrease the
temperature setting value by 1 .

2.3.2 Temperature setting range: within the range of internal parameters E1~E2; Factory defaultvalue:
2 .

2.3.3 If press the button without a key for more than 10 seconds or press the button again
within 10 seconds, it will exit the temperature setting state and return to the normal display,
and the setting value will be saved in the battery-free memory.

2.4 LED light operation
2.4.1 Under normal startup state and the light is on, short press light, and the LED light will

go off; Press the light again, and the LED light will light up.

2.5 Lock / unlock operation
2.5.1 Under the power on state and unlocked state, long press button, and after 10 seconds

the temperature area flashes OFF , indicating that internal settings are locked and internal
parameters are forbidden to be modified. After 10 seconds of display, it will return to normal
display state and save in battery-free memory body;

2.5.2 If the internal parameter item is locked, long press button, and the display screen will
display ON after 10 seconds, indicating unlocking. After 10 seconds, the display will
return to the normal display state and save it in battery-free memory body.

2.6 Condenser cleaning operation
2.6.1 Under normal working condition, long press key to start condenser cleaning after

6 seconds, and long press key again under cleaning condition to stop cleaning after
6 seconds.

2.6.2 Cleaning time: 30 seconds
2.6.3 Cleaning interval frequency: press F7 setting item, range: 1~15 days.
2.6.4 When the cleaning starts, the leftmost point of the display flashes, indicating that the cleaning

work is in progress.
2.6.5 The current cleaning interval will be saved in battery-free memory every hour/once.
2.7 Manual defrosting operation
2.7.1 Under normal working condition, press the key for a long time and enter manual

defrosting after 6 seconds. (defrosting function refers to defrosting function instruction).
2.8 Internal parameter adjustment
2.8.1 Under normal power on state, long press the key and hold on for 6 seconds, then enter

the internal setting item, and the first parameter E1 will be displayed in the temperature
area. If the key is locked, the internal parameter item can only be browsed without changing
the internal setting value.

2.8.2 Internal parameter table

Character Name Range Factory Default

E1
Minimum temperature
adjustable value (set.T)

-30 set.T
-22 set.T

2
35

E2
Maximum temperature
adjustable value (set.H)

set.T 49
set.T 120

6
42

E3
Temperature control return
value

1 10
1 16

4
7

E4
Delayed start-up time
of compressor 0 10MIN 3MIN

E5 Temperature probe correction -5 5
-9 9 0

E6 Defrosting probe calibration -5 5
-9 9 0

F1 Defrosting time 1 60MIN 25MIN

F2 Defrosting cycle 0 24H 4H

F3
Defrosting termination
temperature

0 20
32 68

15
59

F4
Defrosting termination
temperature

00-normal display of reservoir temperature 01-
temperature at the beginning of defrosting 00

F7 Condenser cleaning interval 01 15Days 2Days
C1 Temperature unit display 00- 01- 00

Use and Caution
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